SIEMENS 


PROJECT: THE ADDRESS BOULEVARD HOTEL SEQUENCE OF OPERATION (Rev-02) 


12. Extract Fans 


DEF-T02-01 — Serves Dish wash Level GF 

DEF-T02-02 — Serves Hot Kitchen - Pot Wash Level GF 
DEF-T02-03 — Serves Bakery Pot Wash Level GF 

DEF-T02-04 - Serves Bakery Pastry Room Level GF 
DEF-T02-05 - Serves Bakery Chocolate Room Level GF 
DEF-T02-06 — Serves Flour Room Level GF 

DEF-T02-07 — Serves Meat preparation Level GF 

DEF-T02-08 — Serves Fish preparation Level GF 

DEF-T02-09 — Serves Vegetable preparation Level GF 
DEF-T02-11 — Serves Garbage Room Level GF 

DEF-T02-12 — Serves Dirty Linen Level GF 

DEF-T02-13 — Serves House Keeping/Valet Laundry Level GF 
DEF-T02-14 — Serves House Keeping/Valet Laundry Level GF 
DEF-T02-15 — Serves House Keeping/Valet Laundry Level GF 
DEF-T02-16 — Serves Male/Female WC Level GF 

DEF-T02-17 — Serves Support Banquet Live Cooking Level GF 
DEF-T02-18 — Serves Dish Wash Level GF 

DEF-T02-19 — Serves Staff Facilities/Linen Cold Kitchen Level GF 
DEF-T02-20 — Serves Soiled Linen Holding Level GF 
DEF-T02-21 — Serves Trolley Wash Cold Kitchen Level GF 
DEF-T02-22 — Serves Changing Room Level GF 

DEF-T02-23 — Serves Dish Wash Level T01 

DEF-T02-24 — Serves Male/Female WC Level T01 
DEF-T02-25 — Serves Male/Female WC Level T01 
DEF-T02-26 — Serves Male/Female WC Level T01 
DEF-T02-27 — Serves Wash Room Level T01 

DEF-T02-28 — Serves Pool & Spa Level T01 

DEF-T02-29 — Serves WC Level T04 

DEF-T02-30 — Serves WC Level GM 

DEF-GM-31 - Serves Banquet Show Cooking Level GM 
DEF-GM-32 - Serves WC Level GM 

DEF-T02-33 - Serves All Day Dining Dish Wash Level T03 
DEF-T14-01 - Serves Janitor Room Level T14 

DEF-T68-01 - Serves Restaurant Dish wash Level T70 


A) System Description 
The system consists of extract fan and damper. 


B) Extract Fan Control and Monitoring 


BMS shall control the extract fan only if the H/O/A switch is in the ‘Auto’ position and as per the 
adjustable channels of the time scheduler. 
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The start-up sequence for extract fan shall be as follows. 


First the damper shall be commanded to open. Once damper open status is received from actuator 
auxiliary switch, extract Fan is commanded to start. The extract fan run status is determined via 


differential pressure switch (QBM81-3). 


In the event of BMS giving a start command extract fan, and run status of the same is not established vide 
differential pressure switch after an interrogation time of 30 seconds (adjustable), BMS shall raise a 
extract fan air flow fail Alarm. BMS shall disable all commands to the extract fan. The extract fan shall not 
run until alarm for the same has been acknowledged and reset from the BMS workstation. The same shall 


be followed under trip conditions. 


The shutdown sequence shall be as follows. 
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The extract fan shall be commanded to switch off and the damper shall be commanded to close. 


C) Alarms 


The followings alarms shall be raised on BMS 


S.NO. ALARM PRIORITY 
1 Extract fan ‘Not in Auto’ alarm (each fan) Low 
2 Extract fan failed to run alarm (each fan) High 
3 Extract fan trip alarm (each fan) High 
4 Extract fan damper failed to open alarm (each fan) High 
5 Fan maintenance alarm (each fan) Low 


Note:- Maintenance alarms shall be raised based on run hours. 


